
Vinyl Longus

HDF
ca. 10,0 mm
Cl. 23/33 

Hydrowood
ca. 10,0 mm
Cl. 23/33 

Adhesive tile
ca. 2,0 mmCl.
23/33 

Dimensions:  1815 x 230 mm Suitable for underfloor heating Lightfastness >6 Phtalatefree

Vinyl Longus

590-7 Royal Oak Light
Vinyl Longus

8121-1 Oak Plains
Vinyl Longus

590-2 Royal Oak Brown
Vinyl Longus

27006 Sora Oak Nature

Vinyl Longus

25036 Sonoma Oak
Vinyl Longus

21007 Autumn Oak
Vinyl Longus

21004 Oak Umber
Vinyl Longus

503L-05 Oak Smoked

/en/lico-design/vinyl-longus-royal-oak-light/
/en/lico-design/vinyl-longus-oak-plains/
/en/lico-design/vinyl-longus-royal-oak-brown/
/en/lico-design/vinyl-longus-sora-oak-nature/
/en/lico-design/vinyl-longus-sonoma-oak/
/en/lico-design/vinyl-longus-autumn-oak/
/en/lico-design/vinyl-longus-oak-umber/
/en/lico-design/vinyl-longus-oak-smoked/


Vinyl Longus

12391-1 Mountain Pine Nature
Vinyl Longus

503L-01 Sand Oak
Vinyl Longus

3632-15 Stone Oak
Vinyl Longus

503L-04 Sand Oak Limewashed

Vinyl Longus

503L-09 Oak Smoked Grey
Vinyl Longus

11391-5 Oak Terra Nera

/en/lico-design/vinyl-longus-mountain-pine-nature/
/en/lico-design/vinyl-longus-sand-oak/
/en/lico-design/vinyl-longus-stone-oak/
/en/lico-design/vinyl-longus-sand-oak-limewashed/
/en/lico-design/vinyl-longus-oak-smoked-grey/
/en/lico-design/vinyl-longus-oak-terra-nera/

